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DIRECT DRAW STANDARDS

Taprite standards are engineered for long dependable service.

m Hose connector with wing nut or stainless tube and male beer nut.

m Polished chrome finish.

m Available in 2 %" O.D. or 3" O.D. models.

m Closed cell insulation to eliminate warm up problems during slow serving.
m Mounting gasket, screws and faucet knob are included.

2 %" 0.D. MODLES

Spout To N_ A

Part No. Flange Connector Finish *ﬁ‘{
D4740 9w 3/16" 1.D. x 50" Polished Chrome
S/S Faucet Lever Exposed Vinyl Tubing

W/ Wing Nut
D4740K 9w 3/18" I.D. x 50" Polished Chrome
Brass Faucet Lever Exposed Vinyl Tubihg

W/Wing Nut

3” O0.D. MODLES

Part No. Flange Coennector Finish
D4743T 9w 50" Exposed Vinyl Tubing Polished Chrome
S/S Faucet W/ Wing Nut
Lever
D4743TK 9% 50" Exposed Vinyl Tubing Polished Chrome :
Brass Faucet W/MWing Nut N 22
e,
Lever . L

DOUBLE HEAD MODLES

This three inch O.D. standard has 2 T-R beer faucet heads spaces 90° apart so that one standard can be
used to draw two different brands or type of beer. Available with 2-50” exposed connectors or 6” exposed
stainless steel tubes and male nuts.

Part No. Flange Connector Finish
D4743DT 9 W 2-50" Exposed Vinyl Tubing | Polished Chrome
S/S Faucet W/ Wing Nuft
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